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About Allegion
Allegion (NYSE: ALLE) is a global pioneer in seamless access, with leading brands like CISA®, Interflex®, LCN®, Schlage®, SimonsVoss® and Von 
Duprin®. Focusing on security around the door and adjacent areas, Allegion secures people and assets with a range of solutions for homes, 
businesses, schools and institutions. Allegion had $2.7 billion in revenue in 2020, and its security products are sold around the world.

For more, visit allegion.com.
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  CISA SpA 
Via Oberdan 42 
48018 Faenza (RA) Italy

  Ph. +39 0546 677111 
Fax +39 0546 677150

  Customer Service and Technical Support 
+39 0546 188 0070

cisa.com
cisa.sales@allegion.com

Technical features
Intended use Smart wall-mounted socket to hold GUEST and STAFF cards and control room energy activation.    

Form factor Reader and battery holder integrated.

Retrofit Footprint designed to simplify retrofit installation. Retrofit underplate also available (386 x 72 mm).

Credentials
Contactless RFID ISO 14443B/Mifare ISO 14443A technology. Works   with   CISA   eSIGNO   and   CT2,   CT3   and   CT4, 
Mifare Classic (CT5 and CT6) and Mifare Ultralight contactless cards.

Card detection
Staff cards operate one contactor only. Possibility of managing one contactor only (activated by both card types). 
Intercepts and denies the operation of improper objects (generic cards or pieces of paper).

Diversification The energy saver can be associated to the plant ID to prevent use of the same card on a different installation.

Relay management Possibility of configuring the relay output as normally live (by default they are normally not live).

Courtesy time The relays are automatically deactivated 50 seconds after card extraction.

Plastic Available in black or white.

Power supply 24 Vac ± 10% @50 Hz

Max. output voltage 24 Vac

Max. power consumption 1 VA

Output power 2x 10 VA

Operating temperature 0-50°C

Relative humidity 0-90 %

Dimensions (LxHxD) 70 x 60 x 30 mm

Max. card thickness 0.75 mm

Transformer (art. 07302.08.0)
Input/output 220 Vac / 12-24 Vac

Power 15 VA

For Omega and C type DIN 
35 bar

Contactor (item 07302.10.0)
Power supply 24 Vac - 40/60 Hz

Contacts 3 NO, 1 NC

Contacts max. power 20A AC1 - 2.2kW AC3

For Omega and C type DIN 
35 bar


